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Building design – Mornington Peninsula

Policy application

This policy applies to land in an Industrial Zone.

Strategies

Encourage the redevelopment of older and underutilised industrial sites to make effective use of
available infrastructure and improve the amenity of adjoining areas.

Support retail or office uses in industrial areas that are:

Ancillary to an industrial use on the same site (such as manufacturing sales).

Intended primarily to provide services to the industrial area (such as food premises or industry
supplies).

Restricted retail premises that require large display and storage areas, and where the use cannot
be reasonably located in existing commercial activity centres.

Minimise access routes that may cause intrusion of industrial traffic into residential areas.

Support the provision of landscaping, using native vegetation of local origin where appropriate,
that contributes positively to the appearance of industrial development and provides screening of
industrial activity.

Encourage siting of security fencing behind landscaping to reduce visual impact.

Avoid locating industrial development such as material recycling yards, motor wrecking yards,
demolition yards, concrete batching plants and plant and equipment that are visually obtrusive on
main roads or in proximity to residential or commercial areas.

Support the design of new industrial areas that incorporates lots that facilitate buildings that front,
rather than back onto, adjoining roads and other public areas.

Support building design that is orientated towards adjoining roads and public spaces by:

Avoiding blank building façades and incorporating windows and other design elements.

Locating office components at the front of the building.

Incorporating façades that address both streets on corner buildings.

Policy guidelines

Consider as relevant:

Development proposals should provide:

– Screening for external storage areas.

– Screening for all structures above the building roofline.

– Waste material storage bins in locations that enable effective screening and convenient
collection or emptying of such bins.

– Safe pedestrian movement between buildings and parking areas.

– Emergency access.

Setting back buildings from the primary road frontage:

– In accordance with the established building line for the road.

– A minimum of 15 metres, with the first 9 metres set aside for landscaping. This setback
may be reduced to 9 metres if the land does not adjoin a Road Zone and the maximum
building height does not exceed 4.5 metres within 15 metres of the frontage.
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Setting back buildings a minimum of 5 metres from a side road, with the setback area set aside
for landscaping.

Setting back buildings a minimum of 20 metres from residentially-zoned lots.

Providing a landscaped area with a minimum of 20 per cent of the site area that includes the
frontage setback landscape area but excludes any areas that have a dimension of less than 3
metres.

Providing a landscaped area with a minimum dimension of 10 metres along lot boundaries that
are adjacent to either a residentially-zoned lot or any lot occupied by a school or institutional
use.

Designing buildings with a maximum height of 10 metres.

Providing lot sizes of a minimum 2,000 square metres, with a minimum road frontage of at
least 30 metres.

Constructing the external walls and pitched roofing of buildings using concrete masonry, brick,
colour-treated steel cladding or other non-reflective materials.
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